
ETT08tx is housing type converter that used for converting

termocupl or resistant type temperature sensors output valves

to analog signal.It is mainted inside DIN 43729 Form B type housings.

It has reverse polority protection. These devices are based on

microprocessors and they can be easily

re-configured via computer without a power source.

Technical Specifications :

ETT08tx

   Advantages :

* % 100 Made in Turkey.

* Universal input.

* Programmable from PC.

* Economical.

HEAD MOUNTING TYPE

TEMPERATURE  TRANSMITTER

ETT

Power Supply

Input Types

(Selectable)

Analog Input Impedance

Input Resolution

Memory

Sampling Period

Thermocouple :  B,E,J,K,L,N,R,S,T,U

8...36 VDC

Resistance Thermometer : PT100

10M Ohm

16 Bit

100 Years 100.000 Renovation

100 ms
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Output 4-20 mA, 20-4 mA

Output Resolution 0,1 °C

Accuracy  (Tamb: 25 °C)
PT100 : ± 0,2 % MV ± 0,3 °C (Typ)

T/C : ± 0, % MV ± 1 °C (Typ)

Thermal Drift ± 100 ppm / °C (Typ)

Galvanic Isolation No  Opt. 1500 V

Reaction Time 0,2...120 s

Type-B Thermocouple (Pt%18Rh-Pt)

Sensor Type Standard

IEC584-1

Type-E Thermocouple (Cr-Const) IEC584-1

Type-J Thermocouple (Fe-Const) IEC584-1

Type-K Thermocouple (NiCr-Ni) IEC584-1

Type-L Thermocouple (Fe-Const) DIN43710

Type-N Thermocouple (Nicrosil-Nisil) IEC584-1

Type-R Thermocouple (Pt%13Rh-Pt) IEC584-1

Type-S Thermocouple (Pt%10Rh-Pt) IEC584-1

Type-T Thermocouple (Cu-Const) IEC584-1

Type-U Thermocouple (Cu-Const) DIN43710

Pt-100 Resistance Thermometer IEC751

(°C) (°F)

Temperature Range

Working Temperature (-) 40...(+) 85 °C

Protection Class IP 00

Dimensions Ø: 44 mm h: 21 mm

Weight 25 g.
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A

(+) 60 / (+) 1820 (+) 140 / (+) 3308

(-) 200 / (+) 840 (-) 328 / (+) 1544

(-) 200 / (+) 1120 (-) 328 / (+) 1562

(-) 200 / (+) 1360 (-) 328 / (+) 2480

(-) 200 / (+) 900 (-) 328 / (+) 1652

(-) 200 / (+) 1300 (-) 328 / (+) 2372

(-) 40 / (+) 1760 (+) 104 / (+) 3200

(-) 40 / (+) 1760 (+) 104 / (+) 3200

(-) 200 / (+) 400 (-) 328 / (+) 752

(-) 200 / (+) 600 (-) 328 / (+) 1112

(-) 200 / (+) 840 (-) 328 / (+) 1544


