: 22-2021-005

Model

Needle valves are designed especially for corrosive and dangerous

environments. These valves can be used in the process control,

instrumentation and flow control aplication. It is designed with maximum
efficiency in order to provide high quality and low cost in various liquid

and gas control system.
Test pressure : x 1,5

Standard;
Design: ASME B16.34
Wall Thickness: ASME B16.34
Pipe Theread: ASME B1.20.1.B521
DIN 2999 /259, 1S0228/1 , JIS.B 0203, ISO7/1
Inspection & Testing: M55 SP-110, EN12266

E LX NEEDLE VALVE

ELX- FF , ELX- MF
ELX- 2FF , ELX- 2MF
ELX- 3FF , ELX- 3FF-H
ELX- 5FF , ELX- 5FF-H

Advantages :

* Complete Stainless Steel

* Weldness Single Part Body
* Max. 690 bar

* Max. 400 °C

3

an'im

<=
= > §
g -’
<

»Ilc

&

>
@

e

e T 7
@ /)\_%

Single Bonnet Assembly

(3/4” and above sizes)

No. Description

Body SS 316
Bonnet SS 316
Gland Nut SS 316
Spindle Tip 17.4 PH
Packing Teflon
Steel Ring SS 316
Steel Bush SS 316
Stopper Pin SS

. Handle SS

0. Grub Screw CS

Qty.

N S N

Double Bonnet Assembly

(upto 1/2” sizes)

No. Description Qty.
1. Body SS 316

2. Bonnet SS 316

3. Adj. Boonet SS 316
4. Spindle Tip 17.4 PH
5. Packing Teflon

6. “930” 94 Ring Viton*
7 Check Nut SS 316
8. Spindle SS 316

9. Handle SS

10. Grub Screw CS

11. Dust Cap Nylon

12. Stopper Pin SS

A A A A A A NN oA
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Two Way Valve :

Process
Connection

I
ELX - FF

44441

<

.

3/8”

Instrument
Connection

Instrument
Connection

CONNECTION G /NPT

1/2”

3/4” 17 114> 1127 27
B 50 50 55 65 75 85 90 110 110

ELX-FF C 45 45 45 55 65 65 75 75 85
Orifice 3 4 4 4.9 6,5 9 11,9 11,9 14

Cv 0,24 0,35 0,35 | 0,65 0,86 1,78 2,4 2,4 3,1

CONNECTION
3/8” 127 347 1147 11/2”
A 65 70 75 85 96 100 120 130 | 150
B 55 55 60 70 80 90 95 15 120
ELX-MF C 45 45 45 55 65 65 75 75 85
Orifice 3 4 4 4,9 6,5 9 11,9 11,9 14
Cv 0,24 0,35 035 | 065 086 1,78 2.4 2.4 3,1

All dimensions are stated as mm.
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Two Way Valve :

Max. Open

Instrument
Connection ——> *+—

Drain Valve

Block Valve
— Process
| — Connection
—

ELX - 2FF

A

Drain Valve

Max. Open

CONNECTION G / NPT
2x 1/2” NPT

A 45

A1 103

ELX - 2FF B 635
C 55

D 28,5

1/2” NPT, Female

-
r v
\J,‘
54

Block ‘\4 1/2” NPT, Female

All dimensions are stated as mm.
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Two Way Valve :

Instrument
Connection

A
“Wax open

ELX - 2MF-V

B

i K
i

) c i
_y e | Drain Valve

= Block Valve =

1/2” NPT, Male l
Process
Connection

CONNECTION G / NPT

2x 1/2” NPT
A v"{ B
{ _
ELX - 2MF-V B 63,5 63,5 W "’
ELX - 2FF-V C 45 45 Q) s
D 28,5 28,5
ELX - 2MF - Vent
Instrument
Connection

ELX - 2FF-V J

A

1
n

\

ELX - 2FF - Vent

)
B
= c ]
e . : Drain Val
— rain Valve
— == Block Valve ——
1/2” NPT, Male i
Process
Connection

All dimensions are stated as mm.
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Three Way Valve :

Double Direction Flanged Single Direction Flanged

ELX - 3FF -H ELX - 3FF

CONNECTION
Output C
ELX - 3FF 2x1/2” NPT 2x1/2” NPT 90 226 32 70
ELX - 3FF -H 2x1/2” NPT 2x1/2” NPT 90 226 32 95
Equalizer
Valve
IL—’
Mounting Hole
4x@12 1 g
0|0
PTFE Washer X
/7 ]
O O
54+0,1 _‘
) 1
B
] Instrument
| Connection
- Block
; / Valve

41,3

1 B 15

88705 J L
I 1
2 x 1/4" NPT c1 A
Process

I
Drain Valve Max. Open Connection

60+0,5

|41,350,2 |

All dimensions are stated as mm.
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Five Way Valve :

-

—

. ;'
-v‘"r

Straight Body
ELX - 5FF - P

v
7

. \.‘_
.

.m
7 B
>

Double Direction Flanged

Double Direction Flanged
ELX - 5FF

ELX - 5FF -H

CONNECTION
Output C
ELX - 5FF 2x1/2” NPT 2x1/2” NPT 98 226 32 85
ELX - 5FF -H 2x1/2” NPT 2x1/2" NPT 98 226 32 110
ELX - 5FF - P 2x1/2” NPT 2x1/2” NPT 152 276 32 84
Equalizer
Valve Teflon Stamp .
( (Black Section) Equalizer
i Valve
. . B
Drain Valve & “ O Drain Valve c Instrument Block a - Block
- g Connection Valve = r', Nawe
) B I 0|0 n \
10 : ‘\ R_ :
Block ! L Block = , Drain VaIve/Vent o 2
Valve Valve [ g
O d e ) = e l
Mounting Hole PTFE Pul o
4 x D312 S
A
C1 2 x 1/4” NPT Process
Max. Open Drain / Vent Max. Open Connection
4x@212,5
R B
] 3 — Process
— Connection
LS 8 B
K .!vl 0 © 3 o) - l,_.
am "G = 3 .
0 <) ™ s
o I+ —_— 1 . _Y
g @ ————
© hr = T 2 ,
v x 1/4” NPT
B Drain Valve
- A
L ‘ Process
E Connection

All dimensions are stated as mm.
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