
DX-EFS
DX-EFS 32

DX-EFS 41

DX-EFS 61

   Advantages :

*  Hot and cold water can be used

* Suitable for hot and cold liquids.

* Air tight design.
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DX-EFS

DX-EFS Flow Switches are used for the monitoring of liquid flow

in pipes. When the liquid flow stops or starts its paddle

actuates a microswitch (NO/NC) , hereby electrical equipments

are protected .The flow switch is suitable to use all kinds

of non-corrosive liquid.

Flow adjustable via screw mechanism.The products are factory setted.

Users can change the adjustment according to application needs.

FLOW SWITCH

Certification

Adjusting screw

Spring

Micro Switch
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Paddle (For 1 � and 1 1/4 �)

Paddle (For 1 1/2 � and 2 �)

Paddle (For 2 1/2 �, 3 � and 4 �)

Paddle (For 5 �, 6 � and 8 �)

Ø 28,5 mm

INSTALLATION :
* Pay attention for right mounting,
  direction is shown on the switch housing.
* Install on the return pipe.
* The switch must be mounted far from elbows,
   corners , pumps.

ll 1/2G Ex db llC TX¹ Ga/Gb   For Gas

ll 2D Ex tb  lllC TX² Db   For Dust
-20°C <Tamb < +60°C) , IP 66/68 (2 Metre / 2 Meters)

*Have a look at the temperature class chart.



Technical Specifications :

2 DX-EFS

DX-EFS 32

Fluid

Working Temperature

Working Pressure

Paddle Material

Switch Bracket

Connection Material

Paddle Rod Material

Case Material

Protection Class

Connection

Contact

Pipe Diameter

Electrical Connection

Bellow Material

Liquid, Air, Gas

(-) 20 oC / (+) 85 oC

Max. 5 bar

304 Stainless Steel
Opt. 316 Stainless Steel

304 Stainless Steel

304 Stainless Steel
Opt. 316 Stainless Steel

304 Stainless Steel
Opt. 316 Stainless Steel

Aluminium

IP 66 / 68

1 '' NPT  Male

15 A 250 VAC , NO / NC

Channels larger than 300 cm³

M 20 x 1,5 mm²

316 Stainless Steel

Ambient Temperature (-) 20 oC / (+) 60 oC

DX-EFS 41

Liquid, Air, Gas

(-) 40 oC / (+) 145 oC

Max. 20 bar

304 Stainless Steel
Opt. 316 Stainless Steel

304 Stainless Steel

304 Stainless Steel
Opt. 316 Stainless Steel

304 Stainless Steel
Opt. 316 Stainless Steel

Aluminium

IP 66 / 68

1 '' NPT  Male

15 A 250 VAC , NO / NC

Up to 1 '' ... 8 '' pipe

M 20 x 1,5 mm²

316 Stainless Steel

(-) 20 oC / (+) 60 oC
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DX-EFS 32 / 41

FLOW

DX-EFS 61

Liquid, Air, Gas

(-) 40 oC / (+) 175 oC

Max. 20 bar

304 Stainless Steel
Opt. 316 Stainless Steel

304 Stainless Steel

304 Stainless Steel
Opt. 316 Stainless Steel

304 Stainless Steel
Opt. 316 Stainless Steel

Aluminium

IP 66 / 68

1 '' NPT  Male

15 A 250 VAC , NO / NC

Up to 1 '' ... 8 '' pipe

M 20 x 1,5 mm²

316 Stainless Steel

(-) 20 oC / (+) 60 oC
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DX-EFS 61

FLOW
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For DX-EFS 32, 41, 61

Electrical Connection :

DX-EFS

NO NC

1 2 3 4

COM Empty

Instruction of the switching set;
Open the switch cover.
To set high flow , turn opposite of the clockwise the adjustment screw.
To set low flow , turn clockwise the adjustment screw.
Close the switch cover.

For DX-EFS 32

HORIZONTAL VERTICAL

For the channel

cross-section greater

than 300 cm²(m/sec.)

For the channel

cross-section smaller

than 300 cm²(m/sec.)

For the channel

cross-section greater

than 300 cm²(m/sec.)

For the channel

cross-section smaller

than 300 cm²(m/sec.)

INCREASING
FLOW

DECREASING
FLOW

1 / 2,5

7,9 / 9

0,5 / 1,2

3,5 / 4,5

2 / 3,5

8 / 9

1 / 2

4 / 6

CROSS
SECTÝON

METHOD
ASSEMBLY

For DX-EFS 41 and DX-EFS 61

DIAMETER

(inch)

PALLET
LENGHT

(mm)

Q max

(m3/h)

MINIMUM  ADJUSTMENT
(m3/h)

SWITCH
ACTION

SWITCH
RETURN

MAXIMUM  ADJUSTMENT
(m3/h)

SWITCH
ACTION

SWITCH
RETURN

1 35 0.8 0.5 1.9 1.63,6

1.2 0.6 2.71 1/4 2.235 6

60 1.8 1.0 3.8 3.41 1/2 9

3.0 2.3 6.4 5.52 60 15

4.2 3.8 7.5 6.52 1/2 90 24

6.2 4.4 11.8 10.03 90 42

27 22 55 535 150 94

11.5 28 27.14 90 60 14.0

406 150 120 35 84 80

8 150 240 80 70 170 160

Set Adjusting
Screw

Terminal

Grounding

Thermal Fuse



4 DX-EFS

:
:
:

:

Model

Serial Number

Notified
Date Sign

Explosive
Protection Area

Product
Name

Manufacturer Website

Warning Symbols

Working conditions

Manufacturer
Brand

If  the  ATEX certificate metal label is damaged,

you can contact the manufacturer with the serial number.

Note :

Type :                       DX-EFS 41-0-704-00-056-01-0015/0
Output
Process Temp. / Press.
T (Ambient)
Serial Number

Flow Switch

15A 250 VAC, NO/NC
         : Max. 200°C / Max. 20 bar
-20...+60°C
IE21030050-0008

www.ensim.com.trMADE IN TURKIYE

1783

IE  21  03  0095 - 0014

LONCA  A.Þ. Ferhatpaþa Mah.Gazipaþa Cad. No:104A
34888 Ataþehir - ÝSTANBUL / TÜRKÝYE

TSE  22ATEX0181X
II 1/2G Ex db IIC TX¹  Ga/Gb
ll 2D Ex tb  lllC TX² Db
-20 °C <Tamb< + 60°C), IP 66 / IP 68 (2meters)

Type B21x

www.ensim.com.tr

16A     240 VAC     50 / 60 Hz IE21030095-0014S.No:

Manufacturer Name Manufacturer Address

Model Serial
Number

Features

Explosive
Protection Area

ATEX Classes

Product
Label

Metal
Label

Ground
Label

Product
Number

System
Number

Month

Year

Work
Order

DO NOT OPEN WHEN ENERGIZED

KEEP TIGHT WHEN CIRCUIT ALIVE

M3

Aluminium
Housing:

B21x

a

b

MATERIAL PROTECTION
CLASS

TEMPERATURE
(oC)

TYPE

B21x Aluminium IP 66 / 68 (-) 40...(+) 200

SIZE
a x b  (mm)

132 x 104

ORDER
CODE

704

EU-Type Examination Certificate Number : TSE 22ATEX 0175U

The marking of the equipment : II 2G Ex d IIC Gb
II 2D Ex tb IIIC

Cover Seal : NBR Nitrile Rubber 120 °C, Opt. FPM (Viton) 200 °C)



(-) 20°C < T Ambient < (+) 30°C...(+) 60°C Working Termperature :(-) 20...(+) 60°C GROUP lll

T Ambient

MAX. AMBIENT TEMPERATURE

ZONE 21 / 1

T Process

MAX. PROCESS TEMPERATURE

ZONE 20 / 0

TEMPERATURE CLASS

5 DX-EFS

DX-EFS

(Metal)

20 min.

(-) 20 °C... (+) 145 °C / 175 °C

60°C

DX-EFS 32 (Metal)

T60°C

60°C

60°C

60°C

60°C

<80°C

<95°C

<125°C

<145°C

DX-EFS 32 (Metal)

T6

T5

T4

T3

60°C

60°C

60°C

<95°C

<125°C

<145°C

(-) 20°C < T  Ambien < (+) 30°C...(+) 60°C

DX-EFS 41, 61 (Metal)

T5

T4

T3

Working Termperature :(-) 20...(+) 175°C GROUP ll

<60°C

DX-EFS 41, 61 (Metal)

60°C T60°C<60°C

60°C

60°C T6

T2

<80°C

<175°C

Temperature Class Table

Without opening the cover
standby time

Working Termperature

Thermal Protection Insurance is 105 ° C

STD.

MODEL

(-) 20°C < T Ambient < (+) 30°C...(+) 60°C Working Termperature :(-) 20...(+) 145°C GROUP ll

T Ambient

MAX. AMBIENT TEMPERATURE

ZONE 21 / 1

T Process

MAX. PROCESS TEMPERATURE

ZONE 20 / 0

TEMPERATURE CLASS

T Ambient

MAX. AMBIENT TEMPERATURE

ZONE 21 / 1

T Process

MAX. PROCESS TEMPERATURE

ZONE 20 / 0

TEMPERATURE CLASS

T Ambient

MAX. AMBIENT TEMPERATURE

ZONE 21 / 1

T Process

MAX. PROCESS TEMPERATURE

ZONE 20 / 0

TEMPERATURE CLASS

(-) 20°C < T Ambient < (+) 30°C...(+) 60°C Working Termperature :(-) 20...(+) 60°C GROUP lll



Order Form: Please consider sample models when coding!..

2 CERTIFICATE
None......................................................................................0 (EN10204-3-1) Material Certification.............................1

3 HOUSING
Aluminium , B21x , IP66 / 68.........................................704

4 ELECTRICAL CONNECTION
With Terminal (For Housing Models)................................00 Special ............................................................................ x

5 CONNECTION
Thread 1� BSP Male  (Std.)...........................................0006 Special ............................................................................ x

6 CONNECTION MATERIAL
304 Stainless Steel........................................................001
316 Stainless Steel.......................................................002

Special ............................................................................ x

PADDLE DIMENSION7

(35-60-90-150mm) Four Paddle (Std.)...........................00
(80-175mm) Air Paddle (Std.)...........................................01

Special ............................................................................ x

SAMPLE
DX-EFS 41 - 0 - 704 - 00 - 056 - 01 - 00 - 15 / 0

ATEX  Sertifikalý Akýþ Þalteri ,  DX-EFS 41 , Pas.Çelik , NPT Erkek Diþ , Dört Pedallý , NA / NK Röle Çýkýþlý

8 OUTPUT

Relay NO / NC (15A)...........................................................15 Special ............................................................................ x

9 OPTIONAL

Ferhatpaþa Mah. Gazipaþa Cad. No:104A  34888 Ataþehir - ÝSTANBUL / TÜRKÝYE

Phone : +90 216 50 50 555 Pbx - +90 533 777 99 05 Fax : +90 216 515 45 84

E-Mail : lonca@ensim.com.tr     Web :  www.ensim.com.tr

1 MODEL   DX-EFS
High Temperature Type.............................................61Stainless Type (For air)..................................................32

Stainless Type.................................................................41

Flow Switch with ATEX Certified , DX-EFS 41, Stainless Steel, NPT Male Thread, Four Paddle , NO / NC Relay Output

None.............................................................................../ 0
Reduction 1� BSP - 1 1/4" BSP 304 St.St..................../ R1
Reduction 1� BSP - 1 1/2" BSP 304 St.St..................../ R2
Reduction 1� BSP - 1 1/4" BSP 316 St.St..................../ R3
Reduction 1� BSP - 1 1/2" BSP 316 St.St..................../ R4
Reduction 1� BSP - 1 1/4" BSP ST 37 Steel................/ R5
Reduction 1� BSP - 1 1/2" BSP ST 37 Steel................/ R6
Reduction 1� BSP - 2" BSP 304 St.St........................../ R7
Protection plate 304 St.St............................................./ K1
Shelter - (For the outside of the tank) 304 St.St. ........./ K2

Muff  1� BSP 304 St.St.........................................../ M1
Muff  1 1/4� BSP 304 St.St..................................../ M2
Muff  1 1/2� BSP 304 St.St.................................../ M3
Muff  1� BSP 316 St.St......................................../ M4
Muff  1 1/4� BSP 316 St.St................................../ M5
Muff  1 1/2� BSP 316 St.St..................................../ M6
Muff  1� St 37 Steel............................................./ M7
Muff  1 1/4� ST 37 Steel......................................../ M8
Muff  1 1/2� ST 37 Steel....................................../ M9
M12 x 5 pin socket (Max. 60 V)............................/ S1
External LED socket............................................./ L1
Change for body - Cover ...................................../ Z1
Special.....................................................................x


