
E-TILT TILT SWITCH

E-TILT

Advantages:

Easy montage

Economic

Durable against corrosion.

E-TILT 02 - Mini model

E-TILT 05 - Standard model

E-TILT 06 - Hard Condition model

E-GSM Alarm Device - Double Entry
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Maks. Switch

Its capacity

Pipe Material

Working Temperature

Cable Length

Cable Material

Protection Class

Technicial Specifications :

Areas of Applications :

Conveyor belts, silos, telescopic arms for ship loading ...

Note: Hanging chains are not included.

Tilt Angle

(Vertically left or right)

100 - 200 VA

304 Stainless Steel

Opt. 316 Stainless Steel , PVC

(-) 40 / (+) 100 °C

2 m. (Std)

Can be added on request.

PVC (max. 60 °C)

 Opt: Silicone, Rubber

IP 67

Max. Contact Current / Voltage

15° ±   3° (Std.)

25° ±  10°

35° ±  10°

45° ±  10°

1,5 A / 120 VAC NC

0.6 A / 240 VAC

1,5 A / 120 VAC

0.6 A / 240 VAC

12,5A / 120 VAC

        7A /  240 VAC

1 A / 120 VAC

0.4 A / 240 VAC

Opt.

Opt.

Opt.

Battery or  andSupply

2 Pcs. lithium battery, 12V adapter included

Excluded phone card

E-TILT tilt sensor is produced mercury free switch which offers

higher stability and sensitivity. Interior body is filled with epoxy

resin which protects electronic part from environmental effects.

E-TILT works in vertical axis. Whenever it leans over left or right

in a certain angle, switch will open or close.

Tilt sensors are mainly used for conveyor monitoring or silo level

controlling. A time relay can be implemented if delay is required.



E-TILT 05

E-TILT 06

Technical Picture:
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MEASUREMENT

L (mm)

100

200

175

D (mm)

21

21

40

MODEL

L

L

L

NC Contact

Open Closed

15°

3

15°

3

Open

25°

10

25°

10

Closed

45°

10

45°

10

Closed

E-TILT2

Working  Angles :

Electrical Connection :

A1 15

18 16 A2

NO NC COM

220 VAC

or

24 VAC / DC

Time
Relay

± ± ± ± ± ±

Open Open Open Open

NC Contact NC Contact

Product Label :

Manufacturer Brand

Serial
Number

:

:

Type

S.N.

E-TILT 05-0-06-001-01-5/0

IE18060121-0001

Model

Approval Sign

Warning
Symbols

Warning
Symbols

(Point-hit marking)



Order Form : Please consider sample models when coding

3

15 ° ±  3 ° (Std) (1,5 A / 120 VAC - 0,6 A / 240 VAC)...............05

25 ° ± 10 ° (1,5 A / 120 VAC - 0,6 A / 240 VAC).......................06

35 ° ± 10 ° (12,5 A / 120 VAC - 0,7 A / 240 VAC).....................08

TILT ANGLE  (CONTACT CURRENT)

5 CABLE MATERIAL

PVC Cable (Max. 60 °C)..........................................................01

PVC Cable (Max. 105 °C)........................................................02

7 OPTIONAL

EXAMPLE

6 CABLE LENGHT

2 m. (Std)................................................................................... 2

None.................................................................................../ 0

Omron Time Relay (0,1s-1200h/24-240 VAC/DC)........./ R3

E-TILT 05 - 0 - 06 - 0 01 - 01 - 5 / 0

E-TILT 05 , 5 m.  With PVC Cable , 15 ° angled , 1,5 A / 120 VAC - 0,6 A / 240 VAC

1 MODEL  E-TILT

Mini Type ..................................................................................02

Std. Type ..................................................................................05

Heavy Type ..............................................................................06

2 CERTIFICATE
None..................................................................................... 0 (EN10204-3-1) Material Certification ............................ 1

45 ° ±  10 ° (1,5 A / 120 VAC - 0,6 A / 240 VAC).........10

45 °  ± 10 ° (1 A / 120 VAC - 0,4 A / 240 VAC).............11

Special...................................................................../ x

Silicon Cable (Max. 200 °C).......................................03

Thick Silicon ...............................................................M1

Special...................................................................../ x

E-GSM device........................................../ E-GSM

Hanging Chain............................................................./ A

Special.................................................................../ x

BODY MATERIAL4

304 Stainless Steel.................................................................001

316 Stainless Steel...............................................................002

PVC.......................................................................061

Special...................................................................../ x

Special...................................................................../ x
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