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Technical Specifications :

Applications :

FIRE PRESSURE
SWITCH

Thread Material

Housing Material

Diaphragm Material

Contact

Output

Connection

Dimensions

Measure Area

Working Temperature

Default Setting

Max. Working pressure

Differantial

Protection Class

Weight

EPS

Polyamide Fiber

Polyamide Fiber

Viton

10A-125 / 250 VAC

2,5A-24VDC

1 or 2 Relay NO/NC

1/2� BSP Male Thread (Std.)

85x102x123 mm

0-10 bar (std.) Opt.

(-)0...(+)60 °C

0,2 - 1,0 bar  (3-15 PSI)

21 bar (300 PSI)

0,21 bar 3 PSI

IP 66

290 g.

EPS 400 Model pressure switch is designed for wet or dry pipe systems

with alarm check-valves preaction or deluge valves; in such special

designs with automatic fire sprinkler systems to be used for detecting

water flow. It is also used in low pressure control, between

3-15 PSI (0,2-1 bar) adjustable.

Fire pipelinecontrol systems, liquid pipelines that needs pressure

regulation.

Economical.

Set value can be adjusted.
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2 EPS

LONCA MAKÝNA SAN. TÝC.  A.Þ.

BASINÇ ANAHTARI

PRESSURE SWITCH

Çalýþma Basýncý
Working Pressure

21 Bar (300 PSI):

Çalýþma Sýcaklýðý
Temperature Rating

-40°  to 160° F
-40°  to   60° C

:

Model No EPS400:
Model No

Üretim Yýlý 2020:
Manufacturing year

NEMA  4 / IP54
Ýç / Dýþ Ortamda Çalýþma
For Indoor / Outdoor use

ELECTRICAL RATINGS

125 / 250 VAC ~10A
24 VDC...2.5 A

Ferhatpaþa Mah. Gazipaþa Cad. No:104 A  P.K. 34888 Ataþehir - ÝSTANBUL

Made in TÜRKÝYE www.ensim.com.tr

Product Label :
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Pressure Inlet (Single or Double Inlet)

Electrical Connection :

NO

Panel Alarm

COM NC

Ground

Screw

Ground

Local Alarm

COM NC NO

Pressure Inlet (Single or Double Inlet)

Terminal

Pressure

Pin

Set

Adjustment

Screw

Switch

(Optional)

Product NameManufacturer Brand

Working
Conditions

Model

Company
Name

Protection Class

Output

Website
Manufacturer Address



Ferhatpaþa Mah. Gazipaþa Cad. No:104A 34888 Ataþehir - ÝSTANBUL / TÜRKÝYE

Phone :+90 216 50 50 555 Pbx - +90 533 777 99 05 Fax : +90 216 515 45 84

E-Mail : lonca@ensim.com.tr     Web :  www.ensim.com.tr

Order Form : Please consider sample models when coding.

1 MODEL   EPS
Standard..............................................400

WET SYSTEM

To the

Sprinklers

System

Alarm

Check

Valve

OS&Y

Valve

Water Motor

Bell

EPS300

By Pass

Water Valve

Local Alarm

Shut Off

Valve

WET SYSTEM

Water Motor

Bell

EPS300

To the

Sprinklers

System

Alarm

Check

Valve

OS&Y

Valve

By Pass

Water Valve

Local Alarm

Shut Off

Valve

DRY SYSTEM

Dry Pipeline

Valve

Water Motor

Bell

EPS300

Check Valve

To the

Sprinklers

System

OS&Y

Valve

By Pass

Water Valve

Local Alarm

Shut Off

Valve

EXAMPLE
EPS 400 - 0 - 11 - 0 - 62 - 082 - 0004 - / 0

8 OPTIONAL
None........................................................../ 0 Special....................................................................../ x

3 OUTPUT
1 Relay  x  NO/NC  (1A / 250VAC).........11

2 Relay  x  NO/NC  (1A / 250VAC).........12

Special........................................................................x

2 CERTIFICATE
None...........................................................0 (EN10204-3-1) Material Certification ...........................1

4 ALARM LOCATION
Increased Pressure...................................0 Decreasing Pressure ....................................................1

5 CONNECTION MATERIAL

Polypropylene  .....................................062 Special........................................................................x

6 DIAPHRAGM MATERIAL

NBR Diaphragm....................................081

Viton Diaphragm...................................082

Special........................................................................x

7 CONNECTION

1/2� BSP Male......................................0004 Special........................................................................x


